
SLIM FIT. The MX125 [500 gal (1892.7 L) 
option only] features a narrow profi le for easy
side-by-side trailer transport with a HDD.

START YOUR ENGINES. The MX125 is available 
with either a 5.5 hp (4.1 kW) Honda gas engine or 
6.7 hp (5 kW) Hatz diesel engine.

MODULAR DESIGN. Allows the power pack to 
be mounted on either end of the tank or trailer, 
enhancing operator accessibility to the unit.

KEEP IT MIXED. A hopper with a round design 
and cone-shaped bottom helps prevent drilling 
fl uid additives from settling.
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POWER PACK
Length: 36" (91.4 cm)

Width: 30" (76.2 cm)

Height: 44.5" (113 cm)

Weight: 340 lb (154.2 kg)

Fuel capacity: 6 gal (22.7 L)

Pump type: Monarch 3" (7.6 cm) grease seal

Integrated mixing hopper: Round plastic

500 GAL (1892.7 L) TANK OPTION
Length: 106" (269.2 cm)

Width: 28.5" (72.4 cm)

Height: 69.5" (176.5 cm)

Mixing jets: 4 in-line eductor nozzles

Empty weight: 687 lb (311.6 kg)

At-capacity weight: 4970 lb (2254.4 kg)

300 GAL (1135.6 L) TANK OPTION
Length: 74" (188 cm)

Width: 38" (96.5 cm)

Height: 52" (132.1 cm)

Mixing jets: 3 in-line eductor nozzles

Empty weight: 600 lb (272.2 kg)

At-capacity weight: 3220 lb (1460.6 kg)

PN 29641831711/22

ENGINE OPTION ONE
Gas: Honda

Gross horsepower: 5.5 hp (4.1 kW)

ENGINE OPTION TWO
Diesel: Hatz

Gross horsepower: 6.7 hp (5 kW)

250 GAL (946 L) TANK OPTION
Length: 64" (162.6 cm)

Width: 28" (71.1 cm)

Height: 61" (155.0 cm)
Mixing jets: 2 in-line eductor nozzles

Empty weight: 380 lb (173 kg)

At-capacity weight: 2500 lb (1134 kg)




